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Carolina, together with such other information as the State Health Of-
ficer may require, have been submitted, in duplicate, to the Division of
Sanitary Engineering of the S. C. State Board of Health, and a formal
approval issued by the State Health Officer.
Natural bathing places are under the jurisdiction of the County or City
Health Departments and do not require submission of plans to the Di-
vision of Sanitary Engineering of the State Board of Health.
2. Water Supply: All water used in swimming pools shall be from
sources that are approved by the regulatory health agency. No piping
arrangements shall exist which, under any conditions, permits sewage or
waste water to enter the swimming pool water system or water from the
swimming pool to enter the make-up water supply.
If source is from other than a municipal supply, approval of the County
or City Health Department must accompany plans and specifications sub-
mitted.
3. Location: The location of a pool shall in no way hinder the operation
for which it is designed nor adversely affect bather's safety or water
quality.
4. Wall and Floor Finish: Wall and floor finish shall be of masonry
tile or similar impervious material, non-toxic to man, and shall be rea-
sonably enduring. Finish shall be moderately smooth and of a light color.
5. Shape and Slope: The pool shall be designed and constructed of
such contour, shape, etc., that efficient and safe control of the bathers
can be accomplished. The transition point or break point between the
shallow and deep ends shall be at a depth of not less than four feet, six
inches (4'6"). The pool floor shall have a uniform slope from shallow
end to transition point and shall not exceed one foot (1') vertical to ten
feet (10') horizontal. The minimum depth shall be three feet (3').
6. Walks: Walks shall be continuous around the pool with a minimum
width of 8 feet of unobstructed clear distance including a curb at the
pool edge, if such a curb is used. Exceptions may be made in Types B,
C, D, and E as below:
B-4 feet                         D-No minimum
C-4 feet                         E-4 feet
A minimum of a 3-foot walk width shall be provided on the sides and
rear of any piece of diving equipment.
The finish texture of walks must be non-slip and such that there will
be no discomfort to bare feet.
Hose bibbs shall be provided around the perimeter of the deck area at
intervals such that all parts of the swimming pool deck area may be
reached with a 100-foot hose.
The deck shall be constructed of concrete or other approved material.
The material shall have a non-slip or smooth broom finish. The deck
shall have a pitch of not less than one-fourth inch (1/4") nor more than
five-eighths inch (5/8") to the foot and be so designed as to conduct
drainage away from the pool area in a manner not to create or maintain
pools of water or a nuisance. All deck drainage must be "to waste" and
not be filtered and returned to pool.


